XD & XA SERIES

B XD80120 Series DC Motor Dimension
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B XD80120 Series DC Motor Data Sheet
Data units XD80120 Series
Rated voltage [Vd.c] 12 24 40 60
No load speed [r/min] 3100 3200 3450 3400
No load current [A] 25 1.8 1.2 0.6
Rated torque [kgf.om] 397 3.64 3.40 3.50
a [Nem] 389 35.7 333 343
Rated speed [r/min] 2945 3210 3440 3350
Rated current [A] 12.6 5.8 4.0 2.6
Rated Output power (W] 120 120 120 120
Stal torque [kgf.cm] 288 418 438 489
R [Nom] 282.2 4095 4293 4795
Stall current [A] 825 70.4 495 37.3
Demagnetization current [A] 96 48 32 20
Weight [ka] 2.7 2.7 2.7 2.7

B XD80120—12 Characteristic diagram, 12Vd.c
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B XD80120—40 Characteristic diagram, 40Vd.c
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B XD80120—24 Characteristic diagram, 24Vd.c
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B XD80120—60 Characteristic diagram, 60Vd.c
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CODING SYSTEM

B CODING SYSTEM

TTETT

Series Name Motor size Output \oltage Shaft type

42 @42 15 15W 12 112Vdc G Gear
52 352 20 20W 24 |24Vd.c D | D-CUT
63 363 40 40W 40 140vd.c K | Key way
80 280 45 | 45W 60 |60Vd.c

50 | 50W

60 | 60W

75 | 75W

100 | 100W

120 | 120W

220 | 220W

B GEAR HEAD

Series Name Gear Head size Ratio | Stage Shaft type
42 @42 A 1 K |Key way
52 @52 B 2 D | D-CUT
63 763 C 3
75 @75 2 2

B DC MOTOR AND GEAR HEAD COMBINATION

Series Name Output Voltage Ratio | Stage

15 15W 12 [12\Vd.c A 1
20 20W 24 |24Vd.c B 2
Motor size 40 A0W 40 | 40vdc C 3
42 | o4 45 | 45W || 60 |60Vdc R 2
52 @52 50 50W
63 @63 60 | 60w Gear Head size Shaft type
80 80 75 75W 42 @42 K |Key way
100 | 100w 52 @52 D | D-CUT
120 | 120w 63 | 63
220 | 220w [ERNIE
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XD & XA SERIES

B XD & XA SERIES

B STANDARD FEATURE

B Planetary DC Geared motor
— Compact & Robust design
— High efficiency
— Low noise
B All ball bearing
B Protection class : IPA0(standard), IP 54(special)
B Insulation class : F Class (155TC)
B Special grease lubrication
W Ratio(i : 1) 3to 710, other ratios on request
B Brake & Encoder can be added
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